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Stainless Steel Keyboards

TKV-085-CKI-TOUCH-1P65-BP
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PRODUCT FEATURES

Stainless steel keyboard for rearside mounting by mounting holes
Completely sealed surface - no gaps, no intrusion of dust and liquids
Front made of stainless steel foil with embossed keys

Integrated capacitive touchpad

SPECIFICATION

GENERAL:

Number of keys: 85 Switch technology: Silver conductive pad on Gold plated PCB
Material: Modified AISI 301 Stainless Steel (0,15 mm Interface: UsB
thick) front layer with built-in embossed Operating temperature: 0° ~+60°C
buttons (g 15mm) Storage temperature: -25° ~ +85°C
Lettering: Silkscreen printed symbols (epoxy paint) Dimensions: 425 x 150 x 32 mm
Switch travel: 0.5 mm+/- 0.1 mm Compliance: EN 55032:2015/A11:2020

Operating force: 6.0 N (typ.) EN 55035:2017/A11:2020
Switch lifetime: >3.0 il cycles
IP Protection: IP65
Impact Protection: IK08 Area: 58,6 x 42,6 mm
Housing type: front plate with mounting holes (rear moun- Frontside: covered with grey foil
ting) Operating principle: capacitive
ORDER INFORMATION

GETT Art.No.
KV33201

Supplier Art.No.

CKI.85R15.R-TP-U-US

GETT Product Name
TKV-085-CKI-TOUCH-IP65-BP-US

Us

‘ Other layouts and logos on request.
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CAD Drawing
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Rear metal enclosure;

galvanized steel
(1,0 mm thick)

Capacitive touchpad

AISI301 Stainless steel
(0,15 mm thick)

Front overlay

Click Inox embossed buttons

(@15 mm)
Symbols: silkscreen printing

(black epoxy paint)
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Dimensional Drawing

00°0ST

Ob'bET

00°0TT =
n
n
]
g
]
S
o| o (=]
S| % 3
R o |
<+ | < ™
]
S
]
S
n
1t L[}
05'1L ! 05'1L =
£
$tg
Thk
g
£8Eg
ScE
%35 (09
23
$iz2
5}
S i §
7 Q
i) NN
o £ AN £
& - E
& 0% E [~
g 2
£
&
Errors and changes reserved!
GETT Geratetechnik GmbH Gett North America LLC Gett Asia Ltd.
Mittlerer Ring 1| 08233 Treuen | Germany :E»tMaiI:t info@getttt-na.com :E»tMaiI:t info@getttt-as_iaAcom
Tel: +49 37468 660-0 nternet: www.gett-na.com nternet: www.gett-asia.com -
Fax: +49 37468 660-066 gett group- com
E-Mail: info@gett.de

Internet: www.gett.de



